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Transponders are obligatory for all sessions:
• Free Practices
• Qualifying Practice
• Warm Up
• Races



To qualify for the race, a rider must achieve a time 
at least equal to 115% of the time recorded by the 
fastest rider of his class in at least one qualifying 
session. 



Any rider who fails to achieve a qualifying time will be 
permitted to take part in the race provided that in 
any of the free practice sessions he/she has achieved 
a time at least equal to 115 % of the fastest rider in 
the same session.
These riders will start the race from the back of the 
grid, in order of their free practice times.



Approximately 15 Minutes before the Start of the 
Race - Pit lane exit opens for sighting lap(s). 

Approximately 10 minutes before the Start of the 
Race – Pit lane exit closes. 



Riders, starting the warm up lap from the pit lane, 
must start the race from the back of the grid! 

Refueling or changing fuel tank on the grid is 
forbidden. 



5 Minutes before the Start of the Warm Up Lap:

Display of 5-Minute-Board on the grid. 



3 Minutes before the Start of the Warm Up Lap: 
Display of 3-Minute-Board on the grid 
Immediately removal of tire warmers from motorcycles on the grid 
and Pit Lane. All adjustments on the bike must be completed with 
maximum 15 seconds tolerance.
Riders must put their helmets on.
At this point, all persons must leave the grid except one mechanic 
per motorcycle and the person holding an umbrella for the rider 



1 Minute before the Start of the Warm Up Lap:

Display of 1-Minute-Board on the grid. 
At this point, all team personal except the mechanics will leave 
the grid. The mechanics will, as quickly as possible, assist the 
rider to start the engine and then must immediately leave the 
grid. 



30 Seconds before the Start of the Warm Up Lap:

Display of 30-Second-Board on the grid. 
All riders must be in position on the grid with engines running. 
No further assistance of mechanics is permitted. Any rider who 
is unable to start his motorcycle must remove it to the pit lane, 
under the control of the grid marshals, where he may make 
further attempts to start the engine. 



2 Minutes before the Start of the Race: 
Green flag waved to start the warm up lap. 

Any rider who arrives back to the grid after the arrival of the 
medical care must start the race one position behind the last 
qualified rider on the grid. 

In case of two or more delayed riders, their positions behind 
the last qualified rider on the grid will be determined by their 
qualifying results



a). Rain before beginning of the starting procedure 
- Pit lane will be open 10 minutes for sighting lap. Rider can 
make more than one sighting lap passing through the pit lane. 
Refueling is permitted in pit lane during the sighting lap period. 
The countdown boards 10, 5, 4, 3, 2, 1-min will display on pit 
lane exit. Therefore, the Warm Up lap and Race Start will be 5 
minutes delayed. 



b). Rain during the Race 
- After all competing riders have returned to the pit lane, a 
delay (of 5 minutes) will be signalised. Countdown boards from 
5 to 1 minute before the start of the regular start procedure will 
be shown. 
- Pit lane will be open 10 minutes for sighting lap. Rider can make more than one sighting lap 
passing through the pit lane. Refuelling is permitted in pit lane during the sighting laps period. 
The countdown boards 10, 5, 4, 3, 2, 1-min will display on pit lane exit. Therefore, the Warm Up 
lap and Race Start will be 5 minutes delayed. 



At the time the red flag is displayed, riders who 
are not actively competing in the race will not be 
classified. 
Within 5 minutes after the red flag has been 
displayed, riders who have not entered the pit 
lane, pushing or riding on their motorcycle, will 
not be classified.



Upon arrival in the pit lane, riders may make adjustments to their motorcycles, 
refuelling is permitted in the pit lane for teams with no garages. 
When all riders have entered the pit lane the Race Director will announce the time 
remaining to the re-opening of the pit lane.
The duration between the red flag and the actual opening of the pit exit will be 10 
minutes or more.
The time remaining to the opening of the pit exit will be displayed on timing screens 
and in the starting grid countdown clock.
The results of the first race must be available to teams before the second part of a race 
can be started.
When the time period has elapsed, the pit lane exit will be opened for SIXTY SECONDS 
only.



ONE mechanic only, per rider, may go onto the grid (without tools) to primarily indicate 
to his rider his position on the grid
As soon as the Safety Car arrives on the back of the grid, a 30 seconds board will be 
shown. At this point the mechanics must immediately leave the grid by the quickest 
route.
The warm up lap will be completed at unrestricted speed, followed by a Safety Car. 
When the last rider has passed the pit exit it will be opened for a period of 15 seconds 
to release any rider waiting
Upon arrival back at the starting grid the normal start procedure will be followed, with 
the start signal given in the normal manner
Riders who started the warm up lap from the pit lane must start the race from the back 
of the grid



Stopping  as well 
as tyre burns are 
forbidden in the 
long straight after 
the finish line.



Onboard cameras mounted on helmets are not allowed. 
Onboard cameras mounted on bikes will be allowed if the
camera is inside the fairing, but the rider must receive the 
permission of the Organizer, after the control of all
relevant devices and their mountings/fixations at the 
technical inspection.

Maximum 4 cameras per class and race! (Exception: 
promotion reasons announced by RD).



This is the time to cross the pit lane from 
entrance to exit and will be monitored by 
the Official timekeeping company.



• Yellow and Red Striped Flag - The 
adhesion on this section of the 
track could be affected by any 
reason. This flag must be shown 
waved at the flag marshal post.
OIL, water, gravel or another 
substance is affecting the adhesion 
of the track. This flag must be 
displayed on at least two flag 
marshal post before this situation.



• White Flag with 
diagonal Red Cross + 
Yellow and Red 
Striped Flag: Rain on 
this section of the 
track. These flags 
must be shown at the 
flag marshal post. 

+



After the end of kerb of T13 on the left side



Riding outside of the track on the painted areas is forbidden 
Such riding will be penalised




